
 

AMF BEAMEX SYSTEM                
  

 
 
Please read carefully before installation and start-up. 
 

1. Check: 
 
The ceiling lift may not exhibit any damages. 

 
Shear linkages may not be bent or otherwise be damaged. 

 
• Locknuts must be fastened according to standard. 
 
• Check power supply, cable may not be damaged. 
 
• Pay attention to enclosed SOMFY mounting and adjustment instruction. 
 
 
 
Attention: 
With each subsequent structural modification expires the product liability of the ceiling lift. 
 
 
 
 



 
2. Mounting: 
 

The existing points of assembly at the top side of the ceiling lift must be used for ceiling 
mounting (holes and slot holes). 

 
• Attention: Ceiling lift must be firmly screwed on! 
 
• Pay attention to leads. 
 
• Ropes must have same length. No sagging on the grooves of the driving motor. 
 
• Do not work with a hammer on the drive. 
 
• Use opening for electrical cable. 
 
• The electric connection has to take place in such a way that crimping or seizing of the cables 

is impossible. (Fix connection of the cables at the ceiling lift). 
 
• If the ceiling lift is mounted at height under 2.5m, the operation has to be made by a switch. 
 
• Technical personnel is required for the assembly at the ceiling. 
 
• With the setting-up of the ceiling lift, the operation must absolutely take place by means of a 

switch in grasp width. 
 
• A switch mechanism is to be planned, that in danger the ceiling lift can be switched off 

immediately. 
 
• For the selection of the assembly location, it must be paid attention to the fact that the ceiling 

lift with the projector should be attached outside of the addendum as well as not as over 
traffic route surface. 

 
• The ON/OFF switch should have a sign to mark the function of the switch: Attention: Ceiling 

lift in motion. 
 

• It is to make certain that the projector moves in only in the switched off and cooled down 
condition. 

 
 
Important: No inflammable materials around the ceiling lift. 
 



3. Connection: 
 
Putting in drives consist of reversible single phase condenser motor with inserted limit switches, 
brake and gear. 
 
 
 
Attention important information! 

 
Installation, checking and start-up of a 230 V plant may only be executed by an electrical 
specialist. 
 
 
 

 

Permissible kinds of connections for drive:

Principal wiring diagram 

Wiring diagram according to VDE 

 
 
 



4. Adjustment instruction – Adjustment of the end positions: 
 
 

Pay attention to enclosed SOMFY assembly and adjustment instruction. 
 
Test run: 
Run drive in both directions to switch off in end positions. 
During test runs and operations it must be avoided that the drive gets overheated! 
 
The overheating arises in consequence of neglect of the mode of operation of the drive and can 
lead to trip the inserted thermal protection. 
In this case, please wait min. 10 min, only then the drive is again ready for use. 
Once overheated drives exhibit an increased noise emission. 
 
 
Note: 
The power supply is to be disconnected before working on the ceiling lift. 
 
Switches and controls may not make simultaneous up and down command. 
 
Knauf-AMF GmbH & Co. KG is not responsible for inappropriate assembly or handling of the 
ceiling lift. 
 
We recommend a maintenance check every 6 month, as well as a regular check of the wear 
parts (e.g. ropes, all moveable parts and connections). 
The operator is responsible for regular checks. 
 
An inspection door must be always planned. 
 
 
The Beamex System is exclusively suitable for the use of projectors. 
 
 
Changes serve technical progress and remain reserving. 
 
 
 
 
 



5.Technical data: 
 
• Connected load for gear motor 230 V 
 
• The ceiling lifts are powder-coated, available in the colours white, black, silver or anthracite. 

Further colours on request. 
 
• Weight: Depending upon size and design the weight of the ceiling lift is approx. 20-50kg 

(without accessories and projector). 
 
• Further details on request. 
 
• The evaluated equivalent sound pressure level from the ceiling lift is less than 70 db(A). 
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Delivery according to picture without accessories 
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